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‘?RODUCT BULLETIN . * PREMIX TOPPING JLLETIN NO: J-6803
DRYWALL ACCESSORY COMPOUND LATE: 12-13=74
PRODUCTS {asbestos free) PAGE; lof 2°
APPROVALS: PRODUCING PLANT: GIUSICELSY  TEST BATCH
SEATTLE : . DATE:
BULLETIN DESCRIFTION -4 POUNDS GALIONS
165 Ground Raw Gypsum 55_89 3600
489 Wollastonite P-1 (Interpace) _ 3.88 250
086 Celite 434 1.55 100
442 Tale ~ Taleron CP 44=31 (Pfizer) 1.55 - 100
251 'Mica AMC . 1,55 100
052 Attagel 40 (Englehard) 0.78 50
245 Methocel 228 0.25 16 :
330 Polyvinyl Alcohol 0.08 5 !
453 . Preservative = Dowicil 75 . 0.09 6
470 FVAce Brmulsion = Ucar 131 5.15 3132 K1)
284 Oleie Aeid 0,37 . 24
450 Triethanolamine 0.19 12
090 Colloids #60 0.09 6 |
267 - Ddorless Mineral Spirits 0,78 50 8
Water - stert 25,86 1666 200
Vater — adjust t6 Cinal viseosity! 1,9 125 15
TOLAL 100,00 6442
ISTRUCTIONS: :
l, See Process Bulletin J=2. _ '
2, For summer, add 4 gal/batch e'thylene glycol and increase Methocel to :
20 1bs/batch,
3. Blank out asbestos warning.
CONTRCL:
TH-1 " Viscosity 18 - 20
™-6 Application Equal to Stendard ;
™-7 Workability Equal ‘o Stsndsrd 3
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